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MISSION  
STATEMENT.
Our mission is to design, manufacture and distribute the highest quality, 

most durable and reliable farm equipment in the world, which is affordable 

and meets or exceeds the expectations of our most demanding customers.

Highline Manufacturing is a subsidiary company of Bourgault Industries Ltd. and 

as such shares a common standard of "pursuing perfection" in their business 

approach.  Highline's shared approach is to develop relevant products of the 

highest quality that exceed the expectations of our most discerning customers.
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Thank you for your interest in Highline’s products.  Since Highline Manufacturing Ltd. was acquired by Bourgault Industries Ltd., it 

has focused on developing new innovative products for the market place.  As an example, the new RCH™ Hydro was developed to 

provide a host of features that improve the “operator’s” mowing experience.  However, for “owners” of these mowers, the RCH™ 

Hydro reduces maintenance costs, breakdowns and downtime.  Ultimately, by reducing shock loading and the damaging stresses 

that result, the hydraulic drive design significantly improves the unit’s longevity.  The new lowered hitch design eliminates the 

problems that RCH II experienced in muddy conditions while still providing the operator with the ability to hydraulically maneuver 

the mower as desired in order to put the tractor and operator in the best position possible for getting the mowing job done.  

Highline is continuing its development journey in order to bring more new leading edge products to the industry.  However, Highline 

is also committed to providing world class support to its dealers and customers.  Highline’s efforts were recently recognized by 

the Equipment Dealers Association wherein Highline was awarded the dealer’s association Gold Level Award.  As at Bourgault 

Industries Ltd., Highline is committed to providing its customers with products that provide outstanding value that no other 

products can match. 

P R E S I D E N T ' S  M E S S A G E

by Gerry Bourgault, P. Eng.



Highline Manufacturing designs and manufactures products for both the agricultural and industrial 

markets.  There are many differences in the applications which is why for the first time in 2018 we 

have developed separate product catalogues.  However it is important to note that there are some 

consistent expectations from all of our customers.  Whether you are a cattle rancher in Montana or a 

soil cover applicator in Georgia, you both need machines that are easy to use and reliable.  You need 

good service support, with parts availability from your local dealer and contacts at the factory that 

follow up to your concerns.  The Highline team and our strong network of dealers are committed to 

providing you with machines that save you time and money, which will translate into a solid return on 

investment for years to come.

Thank you for your interest in our products.

G E N E R A L  M A N A G E R ' S  M E S S A G E

by Bob Cochran, P. Eng.
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Just Hook Up and Go
w i t h  t h e  N T   R o c k  P i c k e r .

For over 20 years, the Highline Rock Picker has proven itself as a machine 

that delivers year in, year out.  Designed with few moving parts, as well as 

extremely durable components, the Highline Rock Picker remains rock solid.  

Highline offers the redesigned NT Rock Picker (available in 44", 60" and 78" 

sizes), an upgraded unit with a fresh focus on safety and design features that 

will make your life even easier when taking care of cleaning up your fields. 

NTRock Picker 44/60/78



Why the Highline Rock Picker is Better?

8

Guided Reel Track

Large 8"  
Bogie Wheels  
follow a special track 
that guides the reel 
parallel to the ground 
causing a sweeping 
action which rolls the 
stone onto the apron.

Apron

Conventional Picker
Conventional round reels have only a few inches of positive 
picking action. When the round reel contacts a rock on the 
downward cycle, rather than sweep the rock towards the apron, it 
pushes down on the rock.  8" and smaller rocks are often missed 
because the round reel buries the rock.

1
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The Secret is in the 
Guided Reel:
It is as simple as 1, 2, 3!

1. The bogie wheels follow a 
special track to guide the 
reel for improved picking 
action. The guided reel 
travels parallel to the 
ground surface pulling the 
rocks toward the apron.

2. The guided reel lifts the 
stones onto the apron and 
because the reel is guided 
it follows the same contour 
as the apron.

3. The guided reel delivers the 
rocks to the center of the 
bucket.
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NTRock Picker
44
60
78

84"

Hitch Redesign

The Highline hitch moves 
the rock picker fully into 
view of the operator and 
out of the way of the 
tractor (even a tractor with 
duals).  The hitch also 
advances the rock picker 
to a new level of transport 

convenience with a self-locking hitch.  The self-locking 
design doesn’t require any pins or wedges; when you get 
to the field, the transport lock is required to be opened 
manually, returning to transport position engages the lock.

Hi-Lift Design

The Hi-Lift design feature provides options for operators to 
get rocks out of the way or off the field.  The Hi-Lift minimizes 
wasted space from low flat rock piles by allowing taller more 
compact piles to be made, or, rocks can be transferred 
directly to a truck for removal.  For fast and convenient rock 
removal, Highline rock pickers (NT 44, NT 60 and NT 78) 
have a standard dumping height of 84".

Durable Box Frame Construction

Highline is the only rock picker with a box frame construction.  
The front frame is built high to let rocks in, yet ensure the 
structure is strong enough to withstand the most difficult 
rocks that are removed from the field.



The Highline Tine  The Highline rock picker tine is 
designed to follow the reel; this aids in raising rocks  
while allowing dirt to fall through.  
Tines are changed with 2 bolts making 
replacement easy.  

As well, the tines are extremely durable 
as they are hard surfaced on both 
the top and bottom leading edges to 
ensure years of operation.

Drive System  Highline uses an industry exclusive gearbox that stands the test of time.  The gear case  
ensures large oil bathed gears set the reel at the desired speed with a massive hydraulic drive motor.   
The hydraulic drive provides the flexibility to reverse, turn on and off the reel from your fingertips.

Spring Adjustment/Replacement  Exclusive to the industry, the Highline coil spring provides 
uniform loading over the reel operating range combined with the most compact mounting.  This 
ensures that the spring mechanism is protected from rock damage resulting in years of service.  
Replacing the springs just got easier with a simple threaded bolt to apply or remove tension to 
the spring.

Hi-Flotation Tires Reduces 
Compaction Large flotation 
tires are standard on all NT 
Rock Pickers.Adjustable Height 

Hitch Tongue.
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S P E C I F I C A T I O N S

NTRock Picker

While every effort has been made to ensure that the information is accurate/current at the time of 
production, all specifications are subject to change.

For the latest product information, please visit: www.highlinemfg.com.

MODEL NT 44 NT 60 NT 78

Picking Style Reel Reel Reel

Number of Bats 3 3 3

Minimum Rock Diameter 2" (50 mm) 2" (50 mm) 2" (50 mm)

Maximum Rock Diameter 24" (610 mm) 24" (610 mm) 24" (610 mm)

Lift Cylinder 3.5" x 34" 3.5" x 34" 3.5" x 34" 
 (89 mm x 864 mm) (89 mm x 864 mm) (89 mm x 864 mm)

Recommended  @2 mph-23 rpm @2 mph-23 rpm @2 mph-23 rpm 
Reel Speed @4 mph-47 rpm @4 mph-47 rpm @4 mph-47 
rpm 

Hydraulic Outlets 3 3 3 
Required

Hydraulic Pressure 2500 psi 2500 psi 2500 psi 
 (17236 kPa) (17236 kPa) (17236 kPa)

Flow Required 18 gpm (68 l/min) 18 gpm (68 l/min) 18 gpm (68 l/min)

Frame 6" x 4" x ¼" (152 mm x 102 mm x 6 mm) Rectangular Tubing

Replaceable Tines Main Apron Tines are replaceable to allow for  
 high acre usage

Hard Surfacing Reel Arm Teeth and Apron Tines (Standard)

Hopper Bottom is Grated Yes

Hopper Back is Grated Yes

44/60/78

MODEL NT 44 NT 60 NT 78

Width (Picking) 44" (1.11 m) 60" (1.52 m) 78" (1.98 m)

Transport Width  91 3/4" (2.33 m) 121 ¾" (3.09 m) 144        " (3.66 m) 
(with tires) machine centered with tractor

Working Width:    
To center of tractor (machine is offset to right of tractor)

Position 1 - Dual Tractor Tires 141 ¼" (3.58 m) 165" (4.19 m) 186 ½" (4.73 m)

Position 2 - Single Tractor Tires 123 ¼" (3.13 m) 147 ¼" (3.74 m) 167 ½" (4.25 m)

Transport Length  247 ¾" (6.29 m) 245 ¼" (6.29 m) 242" (6.14 m)

Operating Length    

Position 1 - Dual Tractor Tires 228" (5.79 m) 228" (5.79 m) 228" (5.79 m)

Position 2 - Single Tractor Tires 238" (6.04 m) 238" (6.04 m) 238" (6.04 m)

Height 71 ¼" (1.80 m) 71 ¼" (1.80 m) 71 ¼" (1.80 m)

Dumping Height 84" (2.13 m) 84" (2.13 m) 84" (2.13 m)

Weight 5860 lb (2658 kg) 6710 lb (3043 kg) 7540 lb (3420 kg)

Tongue Weight 750 lb (340 kg) 750 lb (340 kg) 750 lb (340 kg)

Bucket Capacity 1.89 yd3 (1.45 m3) 2.57 yd3 (1.97 m3) 3.35 yd3 (2.56 m3)

Tire Size 11L-15FI 16.5L-16.1 21.5L-16.1FI

Tire Pressure 90 psi (620 kPa) 24 psi (165 kPa) 27 psi (186 kPa)

Required Horsepower 50 HP (37 kw) 70 HP (52 kw) 90 HP (67 kw)

Recommended HP 119 HP (89 kw) 135 HP (101 kw) 150 HP (112 kw)

Hydraulic Hitch Yes Yes Yes

Hydraulic Drive Yes Yes Yes
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RCHTM

Hydro Mower

The RCHTM Hydro Mower
w i t h i n  R e a C H .

The RCHTM Hydro  Mower reduces maintenance requirements resulting in less 

downtime.  Proven hydraulic motors eliminate clutches from seizing up and 

placing huge shock loads onto PTOs, blade pans and decks.  Also, due to 

the hydraulic circuit, rocks or debris cannot transfer impact onto the drive 

train; the hydraulic drive softens every hit the blades see.  Checking oil in 

the gearboxes is eliminated and greasing of a single PTO shaft is all it takes 

to be up and running drastically reducing service time.
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The hydraulic drive advantage translates into less time 
doing maintenance and more time operating! This is 
because the hydraulic drive system eliminates a number 
of moving parts including slip clutches; slip clutches 
can wear over time reducing overall performance.  Also, 
when a mower blade hits an obstacle, it can result in 
complete failure of the slip clutch.  

The hydraulic drive system reduces the number of PTO 
assemblies which means less time greasing.

Also, when an obstacle is encountered, the hydraulic 
drive does not back feed power into the gearbox, PTO 
and tractor. 

ADVANTAGE
No need to steer the tractor around stop signs or obstacles — just use the 
hydraulic controls to rotate the deck and maneuver the mower.  Large front 
tires assist in ground contouring and provide excellent flotation. 

Maneuverability.EXTREME
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Maneuverability.

RCHTM

Hydro Mower

With all hydraulic functions on one control, the 
Operator can easily operate the RCH™ Hydro Mower 
with minimum effort.  Operators are raving about the 
ease of use the joystick provides.

Following are some of their comments: 
“Your low-effort joysticks provide instant control 
response with minimum movement.”

“Should not even be an option, I would never run 
without a joystick ever again!”

The joystick controls the decklift, independent wing lift, 
hitch swing, gradient steering all the while reducing 
operator fatigue.

THE OPTIONAL JOYSTICK
IS SIMPLY MORE INTUITIVE! UNDER DECK SHREDS MULCH.

LARGE, SMOOTH 

A depth of 12" from the underside of the deck to the blade 
allows for a larger volume of material to be mulched, resulting 
in a better cut.

The deck protection rings help protect the underdecks from 
damage due to the rotary blade, flying rocks, or debris.

"Our having hydraulically driven power heads vs a mechanical 
driveline has reduced our downtime by at least 30%, resulting 
in an increased amount of mowing per day by that same 
percentage or even higher due to the fact that we do not have 
to spend as much time greasing the mechanical moving parts, 

we also noticed a savings in consumable parts (blades) as there is more 
forgiveness in the hydraulic system when objects are struck with the blades, 
overall, I think the smoothness of the hydraulically driven system will keep 
proving itself in [reduced] maintenance and [increased] productivity."

--- CRAIGE MADDEN  
RIVERDALE MUNICIPAL PUBLIC WORKS FOREMAN 



The heart of a Highline mower is the Radial Contouring Hitch (RCH™).  
The RCH™ is designed to keep the tractor on the road and the Operator 
safe while achieving a quality cut.

Versatility - Mow on Both Sides of the Road Without Switching Configurations

Mow at any angle, to the left or the right, or behind on flat areas.  The mower can ReaCH either side without 
requiring a configuration change.  The mower can be easily manipulated for backing up and turning around 
in tight spaces.

Save Time and Increase Productivity.

Greasing and maintenance have always been time consuming and cumbersome tasks.  Traditional 
mechanically-driven ditch mowers typically have 16 grease points.  Care and greasing on these units can 
take from 30 minutes up to an hour of preparation time every day!  With the RCHTM Hydro Mower greasing 
and maintenance takes approximately 5 minutes.   
In a mowing season of 100 days this translates into an extra 100 miles of mowing!

Independent Wing Lift

Mow in areas that are restricted for space by 
lifting each wing independently.   
Exclusive to a hydraulic mower is the ability 
to lift the wings and turn off the deck motors 
independently. 

17'7"

25'5"

16

Gradient Steering Option 

The gradient steering option, available on the RCH™ 
Hydro Mower, helps to eliminate skewing on steep side 
slopes.   The skew is lessened as the front wheels help to 
hold the mower from skidding down the ditch. 

In this illustration, the front 
wheels are steering the mower up 
the ditch, so the skew is reduced. 

In this illustration the front 
wheels are free to caster and 
the mower is skewed noticeably.

With Gradient  
Steering Option

Without Gradient  
Steering Option
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Drive your tractor on a safe footing while ReaCHing into 
more difficult places with the mower.  The RCH™ design 
allows the tractor to remain on the road on a safe level 
footing. There is no need to run dual tires to increase 
stability. No more tractors stuck in soft ditches. Gone are 
the days of putting your foot on the tractor window to keep 
yourself in the seat, reducing driver fatigue.

Wing Lift is 90o 
for compact road 

transport.

90o

RCHTM

Hydro Mower



Optional - experience a 
smoother ride and better 
contouring with the optional 
front to back walking wing axle.

2:1 Speed Increaser The RCHTM mower is equipped with a 2:1 Speed Increaser.  This is valuable as it allows for 
higher speeds with a more compact pump.  Competitors' hydraulic pump designs are much larger and attach 
directly to the tractor making initial setup awkward.

A low, 650 lb of weight on the jack

Hose Cradle The simple design of the hose cradle allows for flexibility when moving hoses around.  Also, since the 
hoses are not tightly secured, the hoses can move when turning.  The hose cradle keeps the hoses neatly in place.

Replaceable Caster Shaft and Spindles  
Accidents happen!  Highline caster shafts are designed to be replaced simply and easily.  Instead of having to replace 
the entire caster wheel assembly, individual component shaft parts are available and can be easily changed out.

The Chrome Shaft and Fibre Bushings mean no greasing for less maintenance.

The Hitch’s Low Pull Point 
has less downward force 
eliminating any upending in 
muddy conditions.

Replaceable Skid Plates are 
made from durable abrasion 
resistant steel.  Skid Plates 
can be installed on either 
side of the machine, which 
is an advantage as it tends 
to have greater wear on the 
outside than the inside.

High Capacity Cooling Unit

The high capacity, 20 hp 
cooling unit efficiently  
cools the oil.

Reversible electric cooling 
fan keeps the radiator clean 
by blowing out debris.

Easily view oil levels  
with oil gauge.

Large Wings allow for greater 
ditch contour-ability.

With conventional mowers, greasing is a tedious, laborious task.  With the RCHTM Hydro, greasing of a 
single driveline is all that it takes to be up and running!  As well, with the hydraulic system, checking 
the oil in gearboxes is eliminated.

The Large Tool Kit 
conveniently stores extra 
blades and tools for easy 
access when maintenance  
is required.

18
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RCH™Hydro Mower

GRADIENT To adjust front caster position, reducing side draft  
STEERING OVERRIDE on tractor.  Kit is for joystick equipped mower  
(Joystick) (FIOMWRCH3GOS1).

GRADIENT To adjust front caster position, reducing side draft  
STEERING OVERRIDE on tractor.  Kit is for mowers using three tractor remotes 
(for 3 tractor remotes) (FIOMWRCH3GOS3).

GRADIENT To adjust front caster position, reducing side draft  
STEERING OVERRIDE on tractor.  Kit is for mowers using four tractor remotes 
(for 4 tractor remotes) (FIOMWRCH3GOS4).

SKID WHEEL Wheel mounted on front of mower wing decks to improve 
 contourability on uneven terrain (FIOMWRCH3SPW).

DUAL Dual tire for fixed axle on rear of mower wing decks, 
LAMINATE TIRES improves flotation in soft ground (FIOMWRCH3W2LT).

RCHTM Hydro Mower Options

While every effort has been made to ensure that the 
information is accurate/current at the time of production, all 
specifications are subject to change.

For the latest product information, please visit:  
www.highlinemfg.com.

Deck Thickness  3/16" High Impact Resistant

Blade Tip Speed  16568 fps (5050 mpm)

Standard Front Tires  32 x 11.5 x 15  22 Ply

Rear Tires (Wing)  6 x 9 x 20 Laminate (Standard) 
Rear Tires (Center)  6 x 9 x 20 Laminate (Standard) 

Hydraulic Fluid   Hydrex MV36

Oil Capacity  42 Imp Gal (190 L)

Deck to Blade   9" (22.9 cm) 
Clearance

Tongue Weight 650 lb (295 kg)

MODEL RCHTM Hydro 10  RCHTM Hydro 15

Cutting Swath  120" (3048 mm) 180" (4978 mm)

Cutting Capacity  3 ½" (89 mm) 3 ½" (89 mm)

Cutting Height  2" to 15" (51 mm to 381 mm) 2" to 15" (51 mm to 381 mm)

Overall Width  150" (3810 mm) 196" (4572 mm) 
(to outside of wings lowered) 

Blade Size ½" x 4" (13 mm x 102 mm) ½" x 4" (13 mm x 102 mm)

Wing Working Range 25° Down, 55° Up 25° Down, 55° Up

Double Safety Standard Standard 
Chains All Round

Overall Length  402" (10.21 m) 402" (10.21 m)

Transport Width  112" (2845 mm) 120" (3048 mm)

Weight  7600 lb (3447 kg) 8600 lb (3901 kg)

Minimum  115 (86 kw) 140 (104 kw) 
Recommended HP

S P E C I F I C A T I O N S
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Delivering
E f f e c t i v e  C o v e r a g e  S o l u t i o n s .

The Highline TOP GUN® is a rugged, highly effective implement for industrial 

covering.  It provides uniform coverage as it throws material up to 100 feet*.

The TOP GUN® is a valuable tool for a variety of applications such as: odor 

control for manure storage areas and landfills, temporary erosion control for 

sloped areas like newly seeded highway ditches, as well as soil remediation 

after forest fires and land reclamation in the oil and gas and mining industries.  

With the ability to shred and blow straw from large round bales, the TOP GUN® 

has far greater capacity than many of the commercial straw blowers on the 

market today.

TOP GUN®

CFR 650 Bale Pro®

* contingent on material and wind velocity
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Easily Maneuvered,  
High Discharge Spout

Allows you to distribute 
product to the right or the left 
of the machine 

Central Flail Drum

Large, Durable Fan  
and Auger Assembly

Hydraulically Operated 
Deflection Door 
(optional)

Large 16.5L x 16.1  
Tires for Excellent  
Flotation

Curved Bale Fork Design

The unique, simple design and durable construction gives you 
what you have come to expect in a Highline product - dependable, 
easy operation with minimal maintenance and a long life.

DESIGN
t h a t  o u t  p e r f o r m s .

NEW! Removable section 
to reduce turret height 
where overhead clearance 
is an issue

1

2

3
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TOP GUN®CFR 650 Bale Pro®

Central Flail Drum 

Built on the 650 Bale Pro® design, the TOP 
GUN® also incorporates the central flail drum.  
The central flail drum is balanced for smooth, 
long lasting operation and the flails are evenly 
spaced to provide even material output.

Massive, Durable Fan

125o

106o

Tractor 
Zone

25o Up

25o Down

Massive and durable 51" diameter fan 
provides consistent material throw.  
(Replaceable blades and serviceable wear 
plates are available.)

The Far Reach Advantage1 2 3

AR400 
Replaceable 

Blades

AR400 
Serviceable  
Wear Plates

Easily and accurately position the discharge spout 
from the tractor cab for accurate placement of 
material or mulch for an industrial application.  
With a wide range of motion (spout rotates 106 
degrees left and 125 degrees right, as well as 25 
degrees up and down), the discharge spout (84" 
long, 11' high nozzle) can be directed to throw 
material up to 100'*.

NOTE: Right/Left hand is determined by sitting in the  
tractor seat looking forward. 

Joy Stick Control (optional) 

The joystick control option is an easy to use single 
remote control for all functions including bale load, 
bale rotation and discharge spout control both 
horizontally and vertically.  This option results in less 
operator fatigue with very little effort to perform all 
hydraulic functions of the machine.

Large, Durable Fan  
and Auger Assembly
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Historically mulching has been practiced for two main purposes, to 

reduce soil movement and possible erosion in areas of high rainfall and 

to conserve soil moisture and reduce soil crusting in arid and semiarid 

climates.  More recently cereal residues have been used to cover animal 

waste lagoons helping to reduce odour plumes generated 

from wind movement across these storage units.

Using cereal crop residues as mulches for moist climates 

has several desirable outcomes.  It reduces the impact of 

rain drops on the soil thereby preventing large amounts of 

soil from being mechanically dislodged and carried away 

in streams.  Soil on new grades or inclines are particularly 

susceptible to this effect.  Unprotected grades are often eroded and 

drainage ways plugged increasing maintenance costs downstream.  

Mulching largely prevents this on medium and low grade elevations.  

Another positive from mulching is the preservation of moisture 

and filtering of sunlight for newly placed seed.  This sponsors good 

germination and rooting.  In high clay soils mulch helps prevent crusting 

to further assist in the emergence of germinated seeds.  Mulching is 

a pre-emptive management tactic which reduces short and long term 

maintenance costs for new exposed grades or constructions.

Over the last few decades cereal crop residues have been used 

to minimize odour plumes from animal liquid manure storage 

units.  This technique has successfully reduced wind generated 

odour from traveling long distances.  The TOP GUN® with its 

articulating discharge allows the operator to build and push a 

straw mat of the desired thickness even in windy conditions.  

Barley straw has been very successful in this application showing 

resistance to solar and lagoon water degradation over time. In many 

jurisdictions in North America where covers are mandated this is a low 

cost solution.
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S P E C I F I C A T I O N S

TOP GUN®CFR 650 Bale Pro®

CFR 650 TOP GUN® Bale Pro® Options

PTO Minimum 125 (93 kw)

PTO Recommended HP 160 (119 kw)

Discharge Left / Center / Right

Transport Width 104½" (2654 mm)

Weight 7246 lb (3287 kg)

Transport Height 131¼" (3334 mm)

TOP GUN CURVED  Alternate discharge chute for 650 TOP 
DISCHARGE GUN® Bale Pro®.  Chute is shorter and 
CHUTE open bottom for use inside buildings   
 (FIOCFR650TGDC).

END CURTAIN Rubber belting added to ends of 
 deflector door to help contain material 
 flow (FIOBPEC).

GRAIN TANK 650 bale processor grain tank with 
WITH MGITM metered grain insertion system kit   
 (FIOCFR650GT).

HYDRAULIC Hydraulically actuated side deflector for  
DEFLECTOR DOOR windrow feeding, for joystick equipped 
 units (FIOCFR650TGDD1R).

HYDRAULIC Hydraulically actuated side deflector for  
DEFLECTOR DOOR windrow feeding, for 3 remote equipped  
 units (FIOCFR650TGDD3R). 

REAR FACING Additional lighting for night operation, 
WORK LIGHTS with added illumination of processing   
 chamber and behind unit (FIOCFRRFL).

WEIGH 3 point (1 hitch tongue, 2 axles) weigh 
SCALE KIT system with in-cab display    
 (FIOCFRWSK).

Hydraulics 3 Remotes

Driveline Cat 6 1000 PTO - 1 3/8" 21 Spline

Tires 16.5L x 16.1

Size of Bales Up to 6' (1.8 m)

Safety Chain Standard

NOTE: Right/Left hand is determined by sitting in the tractor seat looking forward.

All weights and transport dimensions are estimates and are subject to change.

While every effort has been made to ensure that the information is accurate/current at the time of production, all specifications are subject to change. For the latest product 
information, please visit: www.highlinemfg.com.





View Highline products in 
action on YouTube.



Highline Manufacturing Ltd.
Highway #27, PO Box 307

Vonda, SK, Canada S0K 4N0

PH: (306) 258-2233

YO U R  LO C A L  P R O F E S S I O N A L  H I G H L I N E  D E A L E R :
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www.highlinemfg.com


